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Table 1  RbR Requirement Type Change

RBR_id req_
key

req_
category

Segmen
t

req_
type

s_verif_
method

s_verif_st
at

a_verif_
method

a_verif_s
tat

text Clarif
Text

EOSD322
0 # A

  6214 mission
critical

    N/A
    Procedural   

SDPS

    N/A
    Procedu    
    r a l   

Security

    Procedural   

inspection

    Not verified
    by ECS

u n -
verified

    N/A
    Procedura   
   l

inspectio
n

    Not
    verified
    by ECS

u n -
verified

    N/A
    Procedur    
   al

All media
shall be
handled and
stored in
protected
areas with
environme
ntal and
accounting
procedures
applied.

A:
applicab
le DAACs

Table 2 - RbR to L4 Link Additions

RBR_id L4_id
    EOSD0700#A        C-MSS

    69000
    EOSD0700#A        C-MSS

    69010
    EOSD0700#A        C-MSS

    69020
    EOSD0700#A        C-MSS

    69030
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Table 3 - RbR to L4 Link Additions

RBR_id L4_id
    EOSD0720#A        C-MSS

    69000
    EOSD0720#A        C-MSS

    69010
    EOSD0720#A        C-MSS

    69020
    EOSD0720#A        C-MSS

    69030

Table 4 Release A RbRs Deletions

RBR_id segment req_type s_verif_
method

s_verif_
stat

a_verif_
method

a_verif_
stat

text interpre
text

Clarif Text

EOSD3950
# A

SDPS |
CSMS

RMA analysis u n -
verified

analysis u n -
verified

The SDPS function
of ASTER
Instrument Data
Acquisition Request
(DAR) Submittal
including TOOs shall
have an operational
availability of
0.993 at a
minimum
(.999999 design
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goal) and an MDT of
two (2) hours or
less (6 minutes
design goal).


